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To prevent fine or shock hazard, do not 
expose this appliance to rain or mcrsture. 
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WARNING 



WARNING 

The U40 h designed to be used In a slandard household environniCEit. 

Power rcquintzinenEs tbreiectriol equipnie fit vary frora area lo area. Please ciifiure thai your AC 
Adaptor supplied itiecls the pr>wer requirements m your area. If in doubts consull a qualified 
electrician or Akai Professional dealer. 

1 20 VAC @ 6(> H z for USA and Canada 

220^230/240 VAC @ 50 Hz Ibr Europe 
240 VAC @ 50 B z for Au.slral ia 



PROTECTING YOURSELF AND THE U40 

- Never touch the AC Adaptor with wet hands. 

- Always dis^rtinnect the AC Adaptor frfim the power supply by pulling on the adaptor/plug, 
not the cortl. 

• Allow ouly an Akai Professional dealer or qualified professional engineer to repair or 
reasmemble the U40. Apart frorts vc^iding the warranty ^ tiuauthorizcd engineers might touch 
live iutemal part's and receive a serious electriLal sh(?clc. 

- Do not put, or allow anyone to put any object, espeeially metal objects, into the U40. 
' Use only a household AC power supply. Never use a DC povv^er .«^upply. 

• If water or any other 1 iquid i s spi I le<l i nio or onto tlw; Lf40, d ist cinneet the power ^ and call your 
dealer. 

- Mate sure that the unit is well- ventilated, and away from direct sunlight. 

• To avoid damage to i nternal c ireuitry , as well as the ex Eernal f]nish,keeptheU40 away fmm 
sources of direct heal (stoves^ radiators, etc.). 

- Avoid using aenijjol insecticides, etc. near the U40. TTiey may damage the surface . and may 
ignite, 

- Do not use denaturaled alcohol, thinner or s^imilar chemicals to clean the U40, They will 
damage the finish. 

- M tjdi f ication of rh is eqti ipment is dangcrou and can icsu It i n the lunetions of the U40 bci ng 
tinpaired. Never attempt to modify the equipment in any way. 

- Make sure that the U40 is always welUsuppt>rted when in use on a fiun level surface. 

• In order to assure opti ra am pe rf ormance of your U40, select the se tup location careful] y» and 
make sure the equipment \^ used properly. Avoid setting up (he U40 in the following 
locations: 

L In a humid or dusty cnvironmeBt 

2. In a room with poor ventilation 

3. On a s^urface which is not horizt>ntal 

4 Inside a vehicle such as a car, where it will be subject to vibration 

5. In an extremely hot or cold environment 
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WARNING 



WARNING!! 

To prevent fire or shock hazgrd, do not expo$e this appliance to rain or moi$ture- 
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CAUTION (Only for the product sold in Canada and U S A,) 

To prevenJ electric shock, do not use this polarized AG power plug with an extensiori cord, 
receptacle, or other outlet Ljrite$& the blades can be fully inserted to prevent blade enposure. 
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ATTENTION 

Aflr^ d'euiter tout risque de decharge ilectrique, n' ytilisez pas cette pr^se potarisee avec unc 
rallonge, une prise de couranl ou autre sorlie A molns que les lames puissent Sire compl^temenl 
inserees etqu'elles ne soient plus visibles. 
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IMPORTANT 

This equipment is fitted with an approved converter plug. 

To change the fuse rn this type of plug proceed as follows: 

1 ) R emove the ty se cover a nd old fuse . 

2) Fit a new fuse which shoijid be a 6S13S2 5 Amp A,S.T.A. or BSI approved type. 

3) Refit the fuse cover. 

IF Ihe AC mains plug fitted to the lead supplied witti this equipment is not suitable for your type of 
AC outlet sockets, it should be changed to an AG mains lead, complete with moulded plug of the 
appropriate type. 

If this is not possible, the plug should be cut off and a correct one fitted to suit the AC cutlet. This 
should be fused at 5 Amps. 

If a plug without a fuse is used, the fuse at the distribution board should not be greater than 5 Amp. 

PLBASE NOTE: THE SEVERED PLUG MUST BE DESTROYED TO A VOtD A POSSf&i E 
SHOCK HAZARD SHOULD IT BE INSERTED fNTO A 13 AMP SOCKET 
ELSEWHERE. 

The wires in this mains lead are coloured in accordance with the following code; 

BLUE NEUTRAL 
BROWN— LIVE 

As the colours Of the wires in the mains lead of this apparatus may not correspond with the 
coloured markings identifying the terminals in your plug^ please proceed as follows: 

The wire which is coloured BLUE must be connected to the terminal which is marked with the 
letter M or coloured BLACK. 

The wire which is coloured BROWN must be connected to the lerminal which is marked witb 
the letter L or coloured RED. 

DO NOT CONNECT ANY WIRE TO THE PIN MARKED E OR 4 OR COLOURED GREEN 
OR YELLOW & GREEN WHEN WIRING THE PLUG. 

Ensure thai atl the terminals are securely tightened and no loose strands of wire exist. 
Before replacing the plug cover, make certain the cord grip is clamped over the outer sheath of 
the lead and not simply over Ihe wires. 

6F-En 
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CHAJ^GESOR MODIFICATJOMS I^OT EXPRESSLY APPROVED BY THE MANUFACTURER 
FOR COMPLIANCE COULD VOIDTHE USER'S AUTHORITY TO OPERATETHE EQUIPMENT, 
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FCC WARNING 

This eciuipmcnS has boon tested and found to comply with the limits tor a Class B digital device 
pursuant IQ Part 1 5 of the FCC rules. These limits ^re designed to provide reasonable protection 
against harmful iinterference in a residential installation. This equipment generates, uses, and can 
radiate radio frequency energy and, if not installed and used in accordance with the insftructions,. 
may cause harmful intefference to radio communications. However, (here is no guarantee that 
interfeficnoo will not cx^nj in a particular installation. If this equipment does cause harmfu3 intefference 
to radio or television recaption, wfiich can be determined by turning Hie equipmait off and on, the 
user is encouraged to try to correct the interference by one or more of the foltowing measures; 

* Reorient or relocate the receiving antenna. 

* Irvcrease the separation between Ihe equipment and receiver. 

* Ccnnect the equipment into an outSet on a circuit different from that to which ttie receiver is connected. 
' Consult the dealer or an experienced radio/TV technician for help. 
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AVIS POUR LES ACHETEURS OANADIENS DU U40 

Le present appareil numerique n'ement pas de bruits radio^lectriques d^passanl les limites 
appi icables aux appareil s n u meriques de Is Clas? B preterites dans le Reglement su r le brou i llage 
radioelectrique edicte par fe ministere des Communications du Canada. 
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This digital apparatus does not exceed the Class B limits for radio noise emissions From digital 
apparatus set out in the Radio Interferenoe Ftegulalions of the Canacfan Department of Communicationg. 

27- En 



FUR KUNDEN IN DER BUNDESREPUBLIK DEUTSCHLAND 

Bescheinigung von AKAI 

Hiermit wird beschemigt daC das GerSt AKAI 

U40 

in Ubereinstimmung mit den Beslimmungen der 

Amtsblattverfugung 1046/1984 

fynkenlstQrt ist. 

Der Deutschen Bundespostwurde das Inverkehrtringen dieses Gerates angezeigt und die 
Berichtigung zur OberprQfung der Serie auf Einhaltung der Bestimmungen eingeraumt. 
AKAI ELECTRIC CO., LTD. 
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This appliance is not equipped wrth a main power switch. Even when the appliance is fumed offf 
the power supply to the appliance is not completely turned off when the power cord is plugged 
in. Pull out the adaptor when not using the appliance for long periods. 

4-En 
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WARRANTY 

AKAI Electric Co. Ltd. warrants its products^ when purchased from an aiJithorize<] "AKAI 
professional" d^^ler, so be free frum Jef^cb; in matfirials ancj workmanship for a period of 12 
(twelve) iiK^nthsi from the date of purchase. Warranty service is ctYective and available to the 
original purchase only, and only on completion and return of the AKAI Wairanty Registration 
Card within 1 4 days of purchase. 

Warranty coverage is vahd for factory-authorized updates to AKAI instruments and their 
software, when their installation is performed by an authorized AKAI Service Center> and a 
pr(5perly completed Warranty Registration has been returned to your "AKAI profesfiionar' 
dealer. 

To obtain service under this warranty, the product mu$t, on discovery of the defects be properly 
packed and shipped to the nearest AKAI Service Center. The party requesting warranty service 
must provide proof of original ownership and date of purchase of the prtxiuct. 

If the warranty is valid^ AKAI will, without charge for parts or labor^ either repair or replace the 
defective part{?j). Without a valid warranty, the entire cost of the repair (parts and labor) is the 
respi">nsibility of the product's owner. 

AKAI warrants that it wiil make all necessary adjustments, repairs and replacements at no cost 
to the original owner within 12 (twelve) months of the purchase^ date if 

1) The product fails to perfortii its specified functions due to failure of one or more of its 
components, 

2) The product fails to perform its specified functions due to defects in workmanship. 

3) The produL't has bOfin maintained and operated by the owner in Strict accordance with the 
written instructions for proper maintenance and use as specified in this Operator's Manual. 

Before purchase and use, owners should detemiine the suitability of the product for their intended 
usc> and owner assumes all risk and liability whatst.iever in connection therewith , AKAI shall 
not be liable for any injury^ loss or damage^ direct orconsequential^ arising out of use, or inability 
to use the product. 

The warranty provides only those benefits specified, and does not cover defects or repairs needed 
as a result of acts beyond the control of AKAI, including but not limited to; 

1) Damage caused by abuse, accident, negligencBr 

2) Damage caused by any tampering, alteration or mtjdification of the product: operating 
software^ mechanical or electronic components, 

3) Damage caused by failure to maintain and operate the product in strict accordance with the 
written instructions for proper n\aintenance and use as specified in this Operator's Manual. 

4) Damage catiscd by repairs or attempted repairs by unauthorized persons, 

5) Damage caused by fire, smoke, falling objects, water or other liquids, or natural events such 
as rain, floods, earthquakes, lightning, toniadocSt storms, etc. 

6) Damage caused by operation on improper voltages. 

IMPORTANT NOTE: Thh wan'nniy ffecofn^.^ vftidifthe productorhi; ^qfhvarejseUctronically 
modijiedf. altered or tampered with in any way. 
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AK AI shall not be li<iblc ftir costs involved in packing tir preparing the product for shippioi^. with 
rfgard to time, Ijibor, or itiaterials^ shipping or freight crisis, or Einie or expense involved in 
transport ing the product to and frorri AKAI Akittiorized Service Center or Authorized Dealei'. 

AKAI will not cover uncter warranty an apparent malfunLtitm that is detcnnined to be U5erenn>r, 
or owner^s inabinty to use the prodnct, 

THE DURATION OP ANY OTHER WARRANTIES. WHETHER IMPLIED OR BXPftCSS, 
INCLUDING B UT NOT I .IM ITBU TO THE IMPLIED TONDITION OF MERCH A>frABlLlTY. 
IS LIMITED TO THE DURATION OF THE EXPRESS WARRANTY HEREIN, 

AKAT hereby exclndes incidental or consequential damages, including but not limited to: 

1 ) Loss of time, 

2) Inconvenience 

3) Delay in performance of the Warranty, 

4) The loss of use of the product 

5) Coinmercia] los^s. 

6) B rx; ach of any express or implied warranty , inc luding tlie Implied Wgnnnty of Merchantabii ity» 
applicable to this pnkJucL 

Copyright Notice 

The AKAI 1140 i;^ actmiputer-based instrument and uses software contained in ROM, Software 
that is pmvided with the instrument, including information contained in this mannal, is 
copyrighted by applicable laws. You ean that software or infoi'mation concerning the 
instrument only for personal use. You are strictly prohibiTcd to copy or uifidify any part of the 
software or manual without written permission i'ntm AKAI ELECTRIC CO., LTD, in Japan. 
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Introduction 

Thank you for buying an AKAI RIFF-O-MATIC U40 Variable TemptyCon$tant Pitch Phrase 
Recorder. 

This new nitisical tool enables you to sample a recorded miisical phrase and play it back at one 
of the tempos provided without changing its original pitijh. WiLh the U4{), yoii can easily 
transcritK or practice along with phraacs that are too fast to distinguish at their original tempos. 

To make best usic of the UAfi^ please read this manual thoroughly before operating it, Also> please 
keep this manual in a safe Icxration for future reference, 

Pteass notB; Words sntfrefy in upper C0$e fetters refer to controls or input/output jackes 
on the U40. 



Features 

* Record ing possible up to 1 3 seconds al20kHzsamp]ingfrequencyorupto36 seconds at 1 0 
kHz sainpling frequency 

* Playback speed switchabl^ to NorniaU 2/3, or 1/2 

' Key transposition available up to ±6 semitones and fine tuning of the pitch of the recording 

* Simple operation with REC and PLAY keys for immediate looped playback 

* InHtrument input that accepts an output from an electric guitar or bass 
- Note grabber function for looped playback of individual notes 

' Looping of any segment of a recording 

* Band-pa!;.<; filters (MID/LOW) to isolate the sepecific instrument you are interested in 
transcribing 
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Panel Descriptions 



Panel Descriptions 
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O REG LEVEL 

Jiidicatcs the sigoa] level at LINE IN. Adjust 
the input level using LINE IN LEVEL, sothat 
the third red LED indicator does not light. 

O HEC TIME X2 

Pressing this key tights up the LED anci 
expands total recording time to 26 sec. It is 
more useful for a Itingcr recording but may 
degrade the sound quality as the sampling 
fre^jueney is halved lo 10 kHz. 

O Edit Matrix 

The various edit parameters on the LJ40 arc 
mapped here. The lighted row and column 
LEDs in the matrix show the ttirrent parameter 
i^clcction; You can use SELECTi LP, and 
DOWN to select parameters sitch as 
PLAYBACK TEMPO. FILTER, etc, 

0 SELECT 

Moves the column LED light for parameter 
selection; Eac^h pressing of this key moves 
the light by one step hori2i>ntalEy. 



& UP and DOWN 

Moves the nyw LED light for value selection; 
Pressing UP moves the light by one step 
upward and DOWN moves it downward. 
With NOTE GRABBER active, use thc^c 
keys to play ihc recording forward or baek ward 
to locate the note you want to loop. 

e NOTE GRABBER 

Pressing this key activates the Note Grabber 
function. The function prov ides a short looped 
playback at any point of the record ingr See 
page 10 for details. 

O PLAY/STOP 

Pressing this key starts looped playback. (The 
sourte sound through LINE IN is inuted) 
Pressing the key a second time ^tops playback. 
(The input source sound bccontes available 
again.) 
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a NORMAL RECORD 

Pressing this ke>' Jighis up [he LED sind siarrs 
iTCCOnU ing (yi the stnirtc siij itd through LI NE 
IN. Recording will stop when PLAY/STOP 
IS pressed or when maximum recording time 
has elapwd. 

0 CONTINUOUS RECORD 

Pressing this key ptUs the U40 in n^cc ird siandby 
siatufi; 'ITic ncjtt key that is pressed determine^; 
how recording proceeds. See pt^e 5-1 for 
details 



® SET LOOP START 

Determines Ehe start point of looped playback. 
The point whcxE thi!> key is pressed during 
playback will be a new start point for that 
playback. 

iD SET LOOP END 

Dete rm ines the end point of looped play bOL^k. 
The p(.iin( where this key is pressed during 
playback will be a new end point for thai 
playback, [dressing this key togctlier wiLh 
SETIJ:>0PSTART whibthe kK>pis playing 
will cancel the current snarl and end point 
settings; The whole recording will be looped 
(played repeatedly). 
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m OUTPUT LEVEL 

Adjusts tlte output level at HEADPHONE 
and LIME OllT, 

m HEADPHONE 

Connect a pair of headphones here. The 
headphone level is adjusted by OUTPUT 
LEVEL. 

® LINE OUT 

Connects to mixeror ampi ifier. Th is outpu ts 
a mi ?t of the recording and sounds from LINE 
IN and INST.IN. ITic output level is adjusted 
by OUTPUT LEVEL. 

e DC 10.5V 

Connects to the AC power adaptor included. 



® INST.1N 

Conncirls to anelectric gu iiar, bass, cle. Source 
sounds input here are sent to LINE OUT and 
HEADPHONE. Adjust the input level using 
volume controls on the instrument. Note tliat 
toohigh a volume level will result in distonion. 

m LINE IN 

Connects to line outputs on an audio device 
fiuL'h as a tape player, CD player, etc., using 
the audio cable supplied. The input level is 
adjusted by LINE IN LEVEL. 

m Um IN LEVEL 

Adjusts the input level at LINE IN. 

Note: Any controls on the U40—pots, keys 
and }3iCk$, ars alt represented in 
uppercase in the manuai description. 
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Connections MJ^ 

Connect all equipment to the U40 as shown in the following iltusLriition. 



-n 



AC adaptof supplied 







tape player, 
CD player, etc. 



amplifier, mixer, etc. 



guitar, bass, 
keyboard, etc. 



• A I way A use the AC po wer ad aptor supp I ied to su pp] y po wer to tlic U40: As there is no po wer 
switch on the U4t]^ the device is tamed tm tir off by plugging or unplugging the AC adaplOFr 
Never pull on the cable to disconnect. 

* If you use the U40 in an area of ditTetcnt vol sage iRtni where you bought the device, it ncqui nesj 
ani>thcr AC power adaptor for that area. Consult your AKAl professional dealer for more 
information. 
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Recording 

First of a]], yov need to record ihc phrajscs you wish to iranscribc or practice along with. 
ReDiember^ ;i jjtcrco source is receded in mono (merged). 



Preparations 

Ensure that Jiutiio Ueviue that f^upplic!; phrases you wish to record is correctly connected using 
the audio cable supplied. 

Using LINE IN LEVEL, adjust the input level as high as possible, without — O— a 
turning On the third red LED indicator on the REC LEVEL meter. Too high _ ^ 
a level makes sounds tJiHtortcd whereas tiH> low a level makes sounds noi^sy. 

REq LEVEL 

Recording Time 

Set a recording time according to the phrase you pltk using REC TIME \2. The rairmal recording 
time is approximately 1 3 Htconds (with the REC TIME x2 LED turned off)^ You can expand 
it to appro jLimately 26 seconds by pressing the key (wirh the T.RD lit); Pressing REC TIME x2 
erases any previous racfirding and the current LINE IN source becomes available. 



Recording Methods 

Yon can Hiarl recording in one of the folio Vising methods. 
< Immediate Recording > 

Pressing NORMAL RECORD starts ncuording inirucdiatcly. 

The recording will be stopped by pressing PLAY/STOPr Otherwise, it will automatically stop 
in approximately 13 seconds (26 seconds with REC TIME Jt2 pressed). On the completion of 
recording, the U40 automatically starts looped playback over the whole length of the recording. 



recordtng 
p- 



looped playback 



t 



NORMAL 
RECORD 



PLAV/STOP 
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Recording 



If the U40 is in stand-by recouiing with CONTINUOUS RECORD premised C&efi below), pressing 
NORMAL RECORO will cancel stand-by and start imniediaLC recording. 



recording 



looped playback 
— ^ — ^ 



t 



DONTIHUQU^ 



NO PI HAL 
RECORD 




< Pr^roll Recording > 

Pressing CONTINUOLIS RECORD puts the U40 in recwd .^Lmd-by status with the LED blinking. 

Passing CONTINUOUS RECORD a second time starts recording including the last 2-scecind 
portion from the source. 

The recording will b& stopped when PLAY/STOP is pressed or the specified recording time is 
reached. On the completion of recording , the U40 aijti>matically starts looped playback over the 
whole length of thj^ recording. 



recorded including a last 
2-secorid portion 



CONTINUOUS 



RECORD 



looped playback 



PLAT^STOP 



1 ) 



This ntethoti is convenient if you want to stall recording after making sure that the source phrase 
ha* started. 
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< Elapse Recordmg > 

The above two rcctirding iticLli(Xl$ can Ue (ermine the record start poinl. This niclhod, however^ 
determines the record end point in a case where you want ty Eranscribe the end of a pasfsagc. 

Freshing CONTINUOUS RECORD puts the U40 in rccoKl $laiid-by status with the LED 
bliiiting. 

Pressing PLAY^TOP finishes recording of up to the last 1 3 -second portion (26-second portion 
with REC TJME x2 prcji^wcd) of sttuKe before the PLAY/STOP key is pressed. 

On the completion of recording, the U4:> automatically starts looped playback over the whole 
length <if the recording. 

reconding looped playback 
► 



OCWTIHUOUS 



t 

TIHL 

This method is convenient if you want to ^top recording after making sure that the souae phrase 
is endii^J. 




Note: Your recording will be erased when another f^^cording is done or the U40 is turned 
off. The device has no memory ares for storage $v that you can record only a single 
phrase of up to l3-seconds (26-seconds with REC TIME x2 pressed). 
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Edit Parameters 

You can use the Edit Matrix opticms to set the playback speed, filler, pitch, etc, to youri^qjuirenients. 



Playback Speed 

Move the light horizontally u^ing SELECT, to select PLAYBACK TEMPO, 

Select a playbaek speed using UP and DOWN, from 2/3 x Ulx. speeds to the 
original one; NORMAL play $ at the original tempo. 

The playback speed is changed but the original pitch is retained. 

It may cause slight noises because the constant pitch is obtained by digital 
waveforrn txpansitin. 



Filter 

Move the light horizontally using SELECT, to selecE FILTER. 

Select a filter type using UP and DOWN, from MID and LOW. 

MID is a barid-pa5iS filter that attenuates sounds of higher and lower fretiuencies; 
It makes sounds in the middle range more dii>tinct to hear a guitar phrase, etc. 

LOW is a low-pass filter that attenuates .«ioundi> of higher and middle frequencies; 
It makes sounds in the lower range more distinct to hear a bass phrase, etc. 

Selecting OFF cancels filtering and plays the entire frequency range. 



RL1EH 



Key Transposition 

Move the light horizontally using SELECT, to select SEMITONE. 

Pi^essing UP transposes up by one semitone and DOWN transposes down by one 
semitone; Key transposition is available up to ±6 semitones; Attempting a key 
transposition beyond that range blinks the sharp (#) LED or flat (t?) LED, 

The hght of the natural (t^) LED indicates that the phrase is at its original pitch. 



Fine Tuning 

Move the light horizontally using SELECT, to select FINE TUNE. '^^^ 

Pressing UP moves the pi tch h igher by one cent and DOWN moves the pitch lower by ^n ,, 

one cent; Fine tuning is available up to ±50 cents. (100 cents equals one semitone.) | 

Pressing U P and DOWN simul taneously brings the tun ing back to the orig inal pitch ; t 
The light of the natunil (t^) LED indicate.'* that it is at the original pitch. 
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Loop Points ^^^Wt^^m^Wtmm^i^'J^I^K^.^ 

On the completion of recording, the U40 automalically starLs looped playback over the whole 
length of the recording. You can adjust the start and end points of that k»op to playback ju st the 
portion you want to hear. 



Start Point 

During playback of the rccorditig . preissi ng SET LOOP START specifies 
a new start point for the looped playback. 




End Point 



During playback of the recording, pressing SET LOOP END specifies 
a new end point for the looped playback. 



Ca n ce 11 n g a Loop s»v 



During playback of the rceording, pressing boih SET LOOP START 
and SET LOOP END cancels a loop you specified; Playback will be 
looped over the whole length of the recording. 



SET loor ' 





Wamirtg: Do no! press either tfie SET LOOP START or SET LOOP END buttons white 
the Note Gmbber function (pg. 10} is activated. Doing so wifi char}ge the toop 
points, but thechange wiltnotbeavaifabie unUl the next time you enter normai 
piay moder The results witf be unpfsdidabfe. 

tfyou accidentaity do this, cancei the toop (as described above) and set a new 
loop. 
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Note Grabber Function 



This function provides a very sborl looped playback ai any point in the recoiding. It is useful to 
isolate individual notes in a complex phrase. 



Method 

During playback of the recording, pressing NOTE GRABBER lights up its LED 
and a very short looped playback occurs at that p<:}int, 



PfOTEQdABBER 



At this Lime, you can move the loop fbrwand by holding UP; When na^easin^ 
UP, another short loop wilt occnr at the new point. 



Also, you can use DOWN to move the kx>p backward; Wliile holding DOWN, 
the phrase will be played in neverse. When you release DOWN, another short 
loop will occur at the new point. 




MiyTEaFUflflEn 



While UP or DOWN is being held down, the playback speed will be the one you specified using 
PLAYBACK TEMTO. Searching is possible in the whole recording length, regardless of the 
loop points specified. 

To cancel the Note Grabber function, press NOTE GRABBER a second time; Its LED goes out 
and playback stops immediately. 

Instead, you can press PLAY/STOP to resume normal playback. 



Note: NormaSSy, you press NOTE GRABBER during playback at the recorded phrase to 
start the short !oop at th^t point. However, if you press NOTE GRABBER white 
ptayt>ack is stopped, you wtii hsar a short loop that is focated at the point most 
recently set by the SET LOOP S TART button, if no toop start point has been set, 
then the short Note Gr0bber toop is iocatedat the very t^egtnrting of ths recording. 
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Specifications^ 1 

Model 

SampUng Frequency 
Recording Time 
Mernory Capacity 
Parameters 



inputs 

Outputs 

Pots 



Level Meter 
Power Supply 
Weight 
Accessories 



Dimensions 



Variable Tsmpa^Ctmstant Pitch PhraAC Recorder RIFF-O-MATIC 

U40 

20 kHz (NORMAL), 10 kHz (REC TME x2) 

13 seconds (NORMAL). 26 scamds (RBC TIME x2} 

512 KByicii 

NORMAL, 2/3, 1/2 
OFF, MID, LOW 
up Lo ±6 ^niiLEincs 
up to ±50 cents 
NORMAL, x2 

l/S-incli stereo phone jsuckfAlkQ 
] /4-irich phone jacl£/47k£l 
1/4-inch phone jack/ 1 3 0Q 
I /8-inch stereo phone jacio' 1300 
outpul le vel conUii>l of L I NE OUT and 
HEADPHONE 

input level contnsl cjI" LINE IN for 
recording 



PLAYBACK TEMPO 

FILTER 

SEMITONE 

FlISTETUNE 

REC TIME 

LINE IN 

INST. IN 

LINE OUT 

HEADPHONE 

0U1PUT LEVEL 

LINE IN LEVEL 



3 LED& at REC LEVEL 

DC 1 0,5 V supplied by she AC power adaptor included 
20Og (withtjut AC Adaptor) 

AC power adaptjor ( 1 0,5 VDC converter, 300 mA output) 
Audio connection cable (1/8 -inch stereo phone plugs) ... 
Operator's Manual 
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PUlffflTOP 
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* Above specificotions are subject to charige without notice. 
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